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Special Provision for Shoulder Rumble Strips

September 27, 2002

This special provision was developed by the Bureau of Design and
Environment.

The districts should include the BDE Check Sheet marked with the applicable
special provisions for the January 17, 2003 and subsequent lettings.  The
Project Development and Implementation Section will include the paper copy
in the contract.

This special provision will be available on the transfer directory September 27,
2002.
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SHOULDER RUMBLE STRIPS (BDE)

Effective:  January 1, 2003

Delete the third paragraph of Article 482.06 of the Standard Specifications.

Delete the last two sentences of the fourth paragraph of Article 483.06 of the Standard
Specifications.

Add the following to the Standard Specifications:

“SECTION 642.  SHOULDER RUMBLE STRIPS

642.01 Description.  This work shall consist of constructing rumble strips in shoulders.

642.02 Equipment.  The equipment shall be a self-propelled milling machine with a rotary-
type cutting head(s).  The cutting head(s) shall be suspended from the machine such that it can
align itself with the slope of the shoulder and any irregularities in the shoulder surface.  The
teeth of the cutting head(s) shall be arranged to provide a smooth cut, with no more than a 3
mm (1/8 in.) difference between peaks and valleys.

Prior to commencement of the work, the Contractor shall demonstrate, to the satisfaction of
the Engineer, the ability of the equipment to achieve the desired results without damaging the
shoulder.

CONSTRUCTION REQUIREMENTS

642.03 General.  The rumble strips shall be cut to the dimensions shown on the plans.
Guides shall be used to ensure consistent alignment, spacing and depth.  In portland cement
concrete shoulders, rumble strips may be formed according to the details shown on the plans
immediately after the application of the final finish.

Rumble strips shall be omitted within the limits of structures, entrances, side roads, entrance
ramps and exit ramps.  In portland cement concrete shoulders, rumble strips shall not be placed
within 150 mm (6 in.) of transverse joints.

Cuttings resulting from this operation shall be disposed of according to Article 202.03 of the
Standard Specifications and the shoulders shall be swept clean.

642.04 Method of Measurement.  This work will be measured for payment in meters
(feet) along the edge of pavement.  Measurement will include both the cut and uncut (formed
and unformed) sections of the shoulder rumble strips with exceptions for bridge decks,
approach pavements, turn lanes, entrances and other sections where shoulder rumble strips
have been omitted.



642.05 Basis of Payment.  This work will be paid for at the contract unit price per meter
(foot) for SHOULDER RUMBLE STRIPS.”
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